@ vngd CORPORATION H D_CCTV Camera Rﬁ“

K1080BL-IR48

EX-SDI VARIFOCAL LENS IR BULLET CAMERA

Key Feature Dimensions (Unit : mm)

[Common Features] 92 (36”)

- 1/2.9" 2.1Megapixel CMOS '
- HD-SDJ, EX-SDI, EX-SDI 2.0 Video Output

- 1080p30/25, 720p30/25

- DC Iris, 2.8mm~12mm, Corrective Megapixel Lens

- 3DNR (Noise Reduction)

- Backlight compensation of WDR/BLC/HLC

- Privacy zone masking

- True Day&Night (ICR)

- De-Fog function

- Smart IR function (No Saturation)

- All-in-one Bracket & Housing structure supporting IP66
- Built-in IR LED : 48pcs

102 (4.0)

Weight : 1.13kg

262 (10.3")
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Specification

VIDEO

Description

Sensor Type

Total Pixels

Scanning System
Filter

Lens
Type
Output
Resolution

Video Format

Transmission Distance

AGC
S/N Ratio
Backlight Compensation
Min. lllumination
DNR(Noise reduction)
Iris Adjust
White Balance
Electric Shutter
Video Control 0SD Language
Day&Night
De-fog
Privacy
DSS
Defect
Digital Effect
IR LED
Smart IR
POWER
Power Consumption
Input Voltage
ENVIRONMENT
Operation Temp. / Humidity
Storage Temp. / Humidity

CERTIFICATION
Certification

Premium to your HD-CCTV w E B ﬁ AT E -

NTSC PAL
1/2.9" 2.1 Megapixel CMOS
1920(H) x 1080(V) = 2.1M pixels
Progressive Scan
True Day & Night (ICR)
2.8~12mm DC IRIS VARIFOCAL LENS (ICR)
1 (BNC 1.0 Vp-p, 75Q)

1080P30 / 720P30 / 720P60 (CROP) 1080P25 / 720P25 / 720P50 (CROP)

HD-SDI, EX-SDI, EX-SDI2.0 Selectable

HD-SDI : Max. 200m(600ft) video transmission through 5C-HFBT cable
EX-SDI : Max. 500m(1,500ft) video transmission through 5C-HFBT cable
EX-SDI 2.0 : Max. 700m(2,100ft) video transmission through 5C-HFBT cable

LEVEL 0~10
More than 52dB
OFF / HLC / BLC / WDR
0.0005Lux(DSS x32)
OFF / LOW / MIDDLE / HIGH
DC / MANUAL

AUTO / AUTODEXT/PRESET/MANUAL

INDOOR / OUTDOOR / INDOOR-ANTI-BLUR /
OUTDOOR-ANTI-BLUR/FLICKER/MANUAL (11steps)

English
COLOR/BW/EXTERN/AUTO
OFF, ON (AUTO, MANUAL-LOW/MIDDLE/HIGH)
On / Off (Programmable 10 zones)
OFF / AUTO / X2~X32
LIVE DPC
OFF / H-MIRROR / V-MIRROR

48 pcs

OFF / ON

IR OFF : 210mA(+10%) / IR ON : 550mA(MAX)
DC 12V(+10%)

-10°C ~ +50°C / MAX 90% RH
-20°C ~ +60°C / MAX 90% RH
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